MINI TERMINAL BLOCKS

MC 100-500 Piuggable terminal block DECA

Pitch: 5.00mm(0.197inch)

C€ & Mhis

SPECIFICATIONS cuL VDE
BEER Rated Voltage Bemessungsspannung  AC 300V AC 380V
BREN Rated Current Bemessungsstrom 16A 16A
EIRRE Wire Size LeitergréRen 24~12AWG 0.2~4mm?
el ZN Housing Material Isolierstofftyp Polyamide66(UL34V-0)
AR Cage Clamp Klemmkérper Brass, Ni plated

WERS Contact Kontakt Phosphor bronze, Tin plated
L3 Screw Size Schraubengewinde ~ M3.0, steel, Zinc plated
BRIERE Operating Temperature ~ Umgebungstemperatur  -40°C to + 105°C

VA Torque Anzugsmoment 7.0 Ib-inch

UL File No. E167040

TABLE

Item No. A(mm) A(inch)
MC100-50002 10.0 0.394
MC100-50003 15.0 0.591
MC100-50004 20.0 0.787
MC100-50005 25.0 0.984
MC100-50006 30.0 1.181
MC100-50007 35.0 1.378
MC100-50008 40.0 1.575
MC100-50009 45.0 1.772

MC100-50010 50.0 1.969 r g ]
MC100-50011 550 2.165
MC100-50012 60.0 2.362 R L
MC100-50013 650 2.559 jl Il (|
MC100-50014 70.0 2.756 T/ —
MC100-50015 75.0 2.953 25 ||
MC100-50016 80.0  3.150 0oy ] 50

MC100-50017 85.0 3.346 (0.1977)
MC100-50018 90.0 3.543
MC100-50019 95.0 3.740
MC100-50020 100.0  3.837
MC100-50021 105.0 4.134
MC100-50022 110.0 4.331
MC100-50023 115.0 4.528
MC100-50024 120.0 4.724

Note:
Screw Plating: Changes are available upon request
Cage Clamp: MC 100 # : Steel
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